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Omega/RDL

Horizontal split case pump

Technical data*
Q m3/h: up to 12,000

H m: up to 214

Complete pump sets with diesel engine

with MEGA GB

with Omega

High operating reliability

Generously sized, maintenance-free, spring-loaded
bearings

Minimal load on the bearings thanks to double-

entry impeller (axial thrust balancing)

High quality materials

Corrosion and abrasion resistant materials
ensure maximum service life of shaft
protecting sleeves, casing / impeller wear
rings and impeller

Service-friendly design

Thanks to the self-aligning upper casing part
and pre-loaded spring arrangement at the
rotor, the cover and rotor can be mounted
without requiring any adjustments

Optimized tightness

The solid casing split flange with long pre-
stressed bolts ensures reliable and trouble-free
sealing of casing upper and lower halves

We manufacture and supply complete pump sets to AS 2941, FM, NFPA-20, VdS, EN 12845,
CEPREVEN, UNE, UNI and to other local regulations and customer specifications.

For the UNE, UNI and EN 12845 standards, complete packages can be supplied (electric motor,
diesel engine and jockey pump on one baseplate, with control cabinets, tank, batteries, etc.).
This also includes the complete piping with discharge collector, valves and pressure switch.

All pump sets can be equipped with any type of fire-fighting pump and driven by either electric
motor or diesel engine. The scope of supply also includes a control cabinet, batteries and a fuel
tank. Commissioning, service and maintenance can be carried out by our qualified Service staff

BEV

Deep-well turbine pump

Technical data

Q m3/h: up to 800

H m: up to 350

* Design data for the individual series on request
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as an option.

Drive variants

Electric motor with coupling or
diesel engine with gearbox /

Easy and safe assembly
Pipe columns with special flanges
and shaft guides

Depth

Different sizes of column pipes for
shallow applications (from 305 to 3,050 i
mm); Assembling pipe columns, maxi-
mum overall depth up to 90 metres

Non-positive connection
Semi-flexible coupling;
anti-clockwise

Reliable

Sturdy bearing bracket and
\ shaft

Increased bearing life
Cooling chamber for
bearings

High efficiency

—— Multistage design

—— Special shaft bearings
—— Mixed flow impellers

Suction side

~=_— Hydraulically optimized

" Long shaft bearing, self-

lubricating

Torque transmission:

non-positive or positive locking
Robust shaft with two possible
coupling variants: split flange with
shaft key or threaded shaft coupling

Intermediate bearing

— Column guide adapter

- Shaft sleeve

— Plain bearing made of special
rubber, internally reinforced
with steel
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Victorian Head Office

27 Indwe St,

Tottenham, 3012

Tel.  +6139314 0611

Fax  +61 3 9314 7435
ksbvicsales@ksbajax.com.au

New South Wales

Unit 1, 28 Skinner Ave,
Riverwood, 2210

Tel. +61 29584 2099

Fax  +612 9584 2111
ksbnswsales@ksbajax.com.au

Queensland

53, Jijaws Street,

Sumner Park, 4074

Tel.  +61 7 3725 8200

Fax  +61 7 3725 8299
ksbgldsales@ksbajax.com.au

North Queensland

Unit 4, 786 Ingham Road
Mt St John, Townsville, 4818
Tel.  +617 4774 9200

Fax  +617 4774 9208
ksbngld@ksbajax.com.au
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South Australia

348 Richmond Road
Netley, 5037

Tel. +61 8 8234 0066
Fax  +61 8 8443 5411
ksbsasales@ksbajax.com.au

Western Australia

38, Bushland Ridge,

Bibra Lake, 6163

Tel.  +61 8 9455 7900

Fax  +61 8 9455 7800
ksbwasales@ksbajax.com.au

New Zealand

Unit 2, 5 Civil Place
Albany, Auckland 0752
Tel. +619 476 4047
Fax  +61 9 476 4048
pumps@ksb.co.nz

KSB Australia Pty Ltd
27 Indwe Street,
Tottenham, VIC 3012
www.ksb.com.au
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More space for solutions.
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